
James & Nicholson

JN1845 Worker Rain-Pants

  Practical unisex rain pants to draw over,versatile

Wind- and waterproof elastic fabric (10,000 mm water column)
Taped seams
Elastic waistband with cord and stopper
Concealed opening on both sides for reaching the pants underneath
Long concealed zips with cover on the side to easily put on the pants
without taking off one's shoes
Hook and loop fasteners on the leg ends for adjusting the leg width
Reflective elements (without protective function/no PPE) on the legs
and on the hook and loop fastener

Fabric: Outer fabric: 60% polyester, 40%
polyurethane

Country of origin: Volksrepublik China

Care instructions:

  e o d m U

Available colours

42 44 46 48 50 52 54

Weight in g 345 g 358 g 367 g 378 g 388 g 398 g 408 g

VPE

(Pcs. per inner packaging

/ pcs. per outer packaging

1/10 1/20 1/20 1/20 1/20 1/20 1/20

56 58 60 62 64 66 68

Weight in g 146 g 425 g 440 g 454 g 460 g 473 g 481 g

VPE

(Pcs. per inner packaging

/ pcs. per outer packaging

1/20 1/20 1/10 1/10 1/10 1/10 1/10

Measurements in cm 42 44 46 48 50 52 54

1/2 waistband relaxed 33,00 cm 35,00 cm 37,00 cm 39,00 cm 41,00 cm 43,00 cm 45,00 cm

1/2 hip 55,00 cm 57,00 cm 60,00 cm 62,00 cm 64,00 cm 66,00 cm 68,00 cm

1/2 waistband stretched 45,00 cm 47,00 cm 49,00 cm 51,00 cm 53,00 cm 55,00 cm 57,00 cm

length of side 105,00 cm 107,00 cm 108,00 cm 109,00 cm 110,00 cm 111,00 cm 112,00 cm

Measurements in cm 56 58 60 62 64 66 68

1/2 waistband relaxed 47,00 cm 49,00 cm 51,00 cm 54,00 cm 56,00 cm 58,00 cm 61,00 cm

1/2 hip 70,00 cm 72,00 cm 74,00 cm 76,00 cm 77,00 cm 78,50 cm 80,00 cm

1/2 waistband stretched 59,00 cm 61,00 cm 63,00 cm 66,00 cm 68,00 cm 70,00 cm 73,00 cm

length of side 113,00 cm 114,00 cm 115,00 cm 117,00 cm 117,00 cm 118,00 cm 118,00 cm



  
Available colours

   black (blackC)  navy (296C)  olive (7497C)

  
Features

  
  OEKO-TEX® Stoff
  The fabric of this article has been tested for harmful substances and certified acc. to STANDARD 100 by OEKO-
TEX®

  Water column from 1.500 mm
  The ability to withstand water pressure without moisture penetrating into the material is given by the water column
(mm). The minimum standard is a water column of 1,500 mm.

  Taped seams
  To avoid moisture penetrating into the fabric, seams and stitches can get taped. Taped seams are 100 % water-
proof.
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